
 

 

 

Compressed Fibre Gasket  
Materials 

 

Since our founding in 1965, Associated Gaskets 
has been proud to offer the best material for any 
application; regardless of brand. We continue to 
do this and have now expanded our enormous 
range of compressed fibre materials to include 
our own grades which often offer significant cost 
savings without compromising on performance. 
 
 
 
 
 
 
 
 
 
 
The materials featured on the left of this page 
represent just a tiny sampling of the far larger 
range of gasket materials available from AG. For 
more information on the range available or  
assistance with selecting the best grade for your 
sealing application, please don’t hesitate to  
contact your local Associated Gaskets branch. 
 

Standard Sheet Sizes 

Conafi 
A universal style gasket material made 
from mineral and aramid fibres and 
bound with an NBR binder. Conafi is 
commonly used for sealing water, 
steam, fuels, oils, natural gas and 
weak acrid or base solutions.  
 
Conafi is employed in medium pressures and in  
applications where temperatures do not exceed 220ºC.  
 

Alapin 
A high quality, high pressure,  
general-purpose grade of gasket 
fibre made from specialised  
mineral and aramid fibres with an 
NBR binder. Alapin is green in colour, has a non-stick 
coating and is used with water, steam, oils, gases,  
hydrocarbons, lubricants, fuels, alcohols and moderate 
organic and inorganic acids. 
 
Alapin is used in medium to high pressures and in  
applications where temperatures reach as high as 
340ºC (255ºC in steam). 
 
Also available: Alapin-Wire which is reinforced with 
galvanised steel for higher pressure sealing. 
 

Blackmar 
A high performance grade of  
gasket fibre designed for  
demanding applications and  
maximum versatility. This grade is 
black in colour , has non-stick  
surfaces and, like the above, is produced from a blend 
of aramid and mineral fibres that are bound with an 
NBR binder.  
 
Blackmar exhibits good compatibility with  
water, steam, oils, gases, hydrocarbons, lubricants, 
fuels, alcohols and moderate organic and inorganic 
acids. It is also utilised in natural gas applications and 
meets BS7531 (Grade X) requirements. It is used in 
medium pressure with temperatures up to 350ºC 
(260ºC in steam). 
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 Standard  

Sheet Size 

Standard  

Thicknesses (mm) 

Conafi 3100mm / 0.8,  1.5,  2,  3,  5 

Alapin 
3100mm / 

1550mm 

0.8,  1,  1.5,  2,   

2.5,  3,  5mm  

Alapin-Wire 3100mm / 1.5,  3 

Blackmar 
3100mm / 

1550mm 

0.25,  0.3,  0.4,  

0.5,  0.8,  1,   
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