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Properties 

Property Typical Value Test Method 

Static Charge Generation 
Removal from Roll, 10% RH, volts 50 

3M 
Removal from Roll, 50% RH, volts 5 

Removal from Stainless Steel, 10% RH, volts 50 

Removal from Stainless Steel, 50% RH, volts 5 
Surface Resistance 

Adhesive, 50% RH, Ω 5 x 106 ESD Assoc. 
Std 11.11 Adhesive, 10% RH, Ω 5 x 106 

Tape Properties 
Adhesion to Steel, oz/inch 15 

ASTM  
D 1000 

Unwind force from roll, oz/inch 24 

Thickness, mm (mil) 0.056 (2.2) 

Break strength, lb./inch 20 
Non-outgassing 

TML <1% 
ASTM E 595 

CVCM <0.1% 
 

 

 

3M 40PR Anti-Static Utility Tape represents a real breakthrough in PSA tape technology 

for sensitive environments. This tape, which generates less than 50 volts on unwind and 

removal from stainless steel, helps prevent electro-static discharge (ESD) damage to 

sensitive electronic components.  

40PR Anti-Static Utility Tape is a transparent polyester film tape with an acrylic adhesive. 

Made using 3M’s proprietary technology, this high quality tape generates extremely low 

levels of triboelectric charge when it is unwound from the roll or removed from most 

surfaces on which it is placed (please note though that triboelectric charge may vary with 

your application and environment). This makes it an excellent choice for use near 

electronic components and assemblies.  

3M 40PR Anti-Static Utility Tape (shown on the right) is printed on the adhesive side with 

the 3M logo and the ESD Protective Symbol. This is designed to remind workers that 40PR 

is the only utility tape to be used in static-safeguarded areas.  

3M 40PR Anti-Static Utility Tape can be used in static-safeguarded workstations as part of 

your total static control program. It generates very low levels of static charge even in dry 

conditions of 10% relative humidity.  

Availability 

Associated Gaskets slits 3M 40PR Anti-Static Utility Tape in-house and can provide this quality tape in 

whatever width you require (standard widths are also listed below). 

Standard roll widths: 6mm, 9mm, 12mm, 15mm, 18mm, 21mm, 24mm 

Standard roll length: 66mtrs. 

 


