
Technical Data…

Triangular Section

Self Fusing Silicone Level Wrap Tape

Arlon Self Fusing Silicone Rubber Tape is produced from a specially
formulated silicone rubber. When wrapped with at least a 50%
overlap upon itself, it provides an inseparable, cohesive insulating
barrier that is resistant to moisture, oxygen, ozone and corona over a
range of temperatures from minus -53°C up to +260°C.
This tape provides superior electrical insulation with a dielectric
strength of 11.8 kV/mm minimum @ 180°C / Class H.

Triangular Section with Guideline

The triangular cross section tapes have a coloured guideline along
the apex making it possible to quickly and neatly apply a consistent
thickness of silicone rubber in a flat layer, over a wire harness
connector or any other substrate. Refer separate TDS for rectangular
cross section tapes.

* Standard Stock Item **Subject to Minimum Order Quantity

All Self Fusing Silicone Rubber Tapes in this technical data are manufactured by ARLON Silicone Technologies.
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0.50 25 300% 700 400 Blue 11 66**

0.80 25 300% 700 400 White 11 55**

1.00 25 300% 700 300 Green 11 44*

1.00 32 300% 700 300 Green 11 28**

1.27 32 300% 700 275 Yellow 11 28**

1.27 38 300% 700 275 Yellow 11 28**

1.50 38 300% 700 250 Blue 11 28**

1.78 38 300% 700 225 Green 11 28**
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THIS INFORMATION SHOULD NOT BE TREATED AS A SUBSTITUTE FOR SPECIFIC TECHNICAL ADVICE.
ASSOCIATED GASKETS DOES NOT GIVE SUCH ADVICE & CANNOT WARRANT THE PERFORMANCE OR
SUITABILITY OF PRODUCTS FOR PARTICULAR APPLICATIONS.

Associated Gaskets Pty Ltd providing Quality first solutions

CROSS SECTION

GUIDELINECross Section of Wrapped Tape Showing the Flat Surface
Finish, Guideline Colour and the 50% Tape Overlap
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