Electrical Insulation & Conductors

AC

Vidaflex 942 Electrical Sleeving

Associated Gaskets

Quality
IS0 9001

Vidaflex 942 Electrical Sleeving is a Class F sleeving constructed from a fibreglass core with a tough
acrylic coating. It provides excellent protection against electrical, mechanical, and thermal stress
whilst being extremely flexible and abrasion resistant. Vidaflex 942 Sleeving has a thin wall thickness,
is very conformable and the accurate bore sizing allows for easy application. This grade of insulating
sleeve has good dielectric strength and is often used for the insulation of lead-outs and cable
endings on a wide range of electrical equipment. It is also used for bundling cables, protection and
insulation of wiring, as well as for the colour coding of cables.

Technical Data:

Thermal Class F
Inner Glass Braid
Outer Coating Acrylic
Operating Temperature -25 to 155°C continuous
Short Term Temperature 200°C intermittent
Electrical Strength at 20°C, 60 seconds 2.5 kV (IEC)
Resistance to Fungus Inert
Copper Corrosion Nil
Resistance to most chemicals Excellent
Features:
e Thermal Classification Class F (155°C)
e High abrasion resistance
o Excellent flexibility
e Outstanding thermal properties
e Good dielectric strength
e Long shelf life
e Low wall thickness
e Accurate bore sizing
Availability:

Associated Gaskets stock Vidaflex 942 Electrical Sleeving in a wide range of colours and diameters
ranging from 1mm through to 25mm. 1mm to 8mm diameters are available in 50m rolls and 10mm to
25mm in 50m rolls. Other grades of electrical sleeving are also available in a range of different grades
and sizes to suit most electrical insulation and protection requirements.

AG also stock a large range of thermal insulation, sealing materials and specialised electrical
products. For more information on these products and many more, please visit our website or call
your nearest Associated Gaskets branch.

Important
This information should not be treated as a substitute for specific

technical advice. AG does not offer such advice and cannot warrant
the performance or suitability of products for particular applications.
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