
   
 

 

TECHNICAL LIQUIDS 

Weicon Workshop Cleaner 

Important 
This information should not be treated as a substitute for specific 

technical advice.  AG does not offer such advice and cannot warrant 
the performance or suitability of products for particular applications. 
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Suggested Application Concentration 

 Undiluted 1:10 1:20 1:30 1:40 
Aluminium Parts     X 

Chrome, Stainless Steel & Plastic    X  

Diesel Residue X     

Grease, Soot, Bitumen & Tar Splashes X     

Hard Floors  X    

Industrial Floors, Forklift Trucks    X  

Insect Residue  X    

Inspection Pits  X    

Lorries & Tarred Canvases  X    

Machine Tools    X  

Machines, Engines, Oil/Oil Residues  X    

Repair Parts     X 

Steel Degreasing   X   

Workshop Equipment    X  
 

Processing 

Apply Workshop Cleaner generously to the parts/surfaces that are being cleaned, allow it to soak in and wipe 

off with a clean cloth. Repeat this action if dealing with stubborn stains. The cleaning process can be 

shortened by warming the product (up to a maximum of 90ºC). Particularly coarse dirt can also be removed 

more simply this way. 

Do not apply undiluted to aluminium or zinc coatings (alkaline, concentrated pH value of approximately 12). 

Storage 

Containers of Weicon Workshop Cleaner should be stored in their closed, original container away from direct 

solar radiation and not exposed to temperatures exceeding 50ºC. Minimum shelf life is 24 months. 

Availability 

Weicon Workshop Cleaner is available in 500ml, 5L, 10L or 30L containers as standard. 

Weicon Workshop Cleaner is a high-powered, versatile cleaning fluid that can be watered down to suit 

your exact requirements. This cleaner is free of solvents, emulsifier and phosphates compatible with oil 

separators (ONORM B 5105) and, in accordance with EC guidelines, bio-degradable. 

This high powered cleaners is manufactured using foamless tensides and can be used for manual 

cleaning or in high-pressure, parts washing or spray devices. It provides temporary corrosion protection for 

cleaned surfaces and is used on all metals, plastics, rubber, glass, ceramics and wood to remove greases, 

oils, resins, rust, wax, nicotine, insect residue, bitumen and tar specks.  

 

Properties 

Colour Blue 

Odour Almost Odourless 

Temperature Resistance +5ºC to +90ºC 
Minimum Shelf Life  24 Months 

Compatible With Weicon WPS 1500 Pump Dispenser 
 
 

 

 


